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Features

Warranties

Mechanical 5 years

Electronic 5 years

• Simple power to lock/power to release interchange• No loose pins and springs• Pre-drilled for extension lips• Mounting kit included• CE/C-Tick• Superior holding strength• SCEC listing

5 year warranty
Simple Power To Lock/Power To Open, mode change 
mechanism
No loose pins and springs
Pre-drilled for extension lips
Mounting kit included

FES20 Series
HIGH-SECURITY ELECTRIC 
STRIKES AUSTRALIAN 
FOOTPRINT

The patented FES20 Series high security electric 
strikes are manufactured from stainless steel, accept 
voltages from 11 to 30VDC and have a simple and unique 
Power To Lock (PTL) / Power To Open (PTO) field 
interchangeable mechanism, with no loose screws or pins.

All FES20 strikes come with a 10mm strike lip as standard 
and are also pre-drilled for extension lips.

The FES20M monitored electric strike provides full 
monitoring including LSS (Lock Status Sensor), DSS 
(Door Status Sensor) and ATS (Anti-Tamper Sensor).
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Technical specifications
Part No. FES20 FES20M

Function Mortice mount, Power To Lock (PTL) / Power To Open (PTO) field interchangeable 

Holding strength Up to 1100kg
Tested to 2 million cycles

Volatage / Current Multi Voltage 11VDC - 30VDC. 220mA @12VDC. 120mA @24VDC. 80mA @36VDC

Approvals Up to 4-hour fire rated in accordance with AS1905.1:2015 (contact Allegion for  more details)

Monitoring

Mounting details

© Allegion 2022. All rights reserved. Material and design specifications subject to change without notice. Product colour 
reproduction is as near to actual product colour as production methods allow. Warning: Products in this brochure are the 
subject of registered designs and patents. This brochure relates to Australian and New Zealand products only and some 
product, design or specifications may differ in other countries.
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nEw gEnEration ElEctric and ElEctronic locking

tEcHnical dEtailS

ProdUct FEatUrES

ProdUct dimEnSionS and inStallation

PART no. FES20 FES20m  FES20m-r  FES20m-m

FUncTion mortise mount, Power to lock/Power to release site interchangeable. input Voltage: 12-36Vdc

HolDing STREngTH Up to 1490kg

VolTAgE/cURREnT 12Vdc= 220ma  24Vdc= 120ma  36Vdc= 80ma

APPRoVAlS
ScEc approved for secure area

FES20 & FES20m-r/m)
(4 hour fire rated)

4 hour fire rated to A.S.
and B.S. standards

MoniToRing

FES20 non monitored

FES20M Fully monitored, door latch monitoring (dSS)
lock Status monitoring (lSS)
Strike installed in frame (atS)

FES20M-R as FES20m plus additional door Position
reed Switch

FES20M-M as FES20m plus additional reed magnet

non monitored

• 5 year warranty

• Simple Power to lock/Power to release interchange

• no loose pins and springs

• Pre-drilled for extension lips

• mounting kit included

• ScEc approved for secure areas
(FES20m, FES20m-r, FES20m-m, FES20m-l2)

• Fire rated

• cE/c-tick

• Superior holding strength

• ScEc listing

FES20 SEriES

ProdUct dEScriPtion

the  patented FES20 Series high security electric 
door strikes are manufactured from stainless steel 
and have the advantage of accepting d.c
Voltages from 12 to 36Volts. 

the FES20 Series Strikes are pre-drilled for extension 
lips and the 20m model is provided with full 
monitoring including true patented “anti-tamper.” 
independently tested, the FES20 Series electric 
strikes are the strongest of their category. 

FES20 Series Strikes now come with a 10mm strike lip 
as standard, to prevent possible personal injury and 
damage to clothing as with 15mm lips. the FES20m
Strike is ScEc approved for secure areas.

the FES20m, FES20m-r + FES20m-m+FES20m-l2 are 
all ScEc approved for secure areas.

PRoDUcT FES20 SERiES
HigH SEcUritY ElEctric StrikES –aUStralian FootPrint

ordEr dEtailS & accESSoriES

PART no. PRoDUcT DEScRiPTion

FES20 High Security Electric Strike australian Footprint non-monitored 10mm lip

FES20m High Security Electric Strike australian Footprint monitored 10mm lip

FES20m-l2 High Security Electric Strike australian Footprint with no extension lip (lipless)

FES20m-r
High Security Electric Strike australian Footprint, 10mm lip, with additional door Position reed Switch

(mortice lock Face Plate with magnets required, to be ordered as separate item)

FES20m-m
High Security Electric Strike australian Footprint, 10mm lip, additional door Position magnet

to be used in combination with Electric mortice locks

FES20mr-aUS mortice lock Faceplates with monitoring magnets for aust. lock company mortice lock

FES20mr-dor mortice lock Faceplates with monitoring magnets for dorma mortice lock

FES20mr-kaB mortice lock Faceplates with monitoring magnets for kaBa mortice lock

FES20mr-lEg mortice lock Faceplates with monitoring magnets for lEggE mortice lock

FES20mr-loc mortice lock Faceplates with monitoring magnets for lockwood mortice lock

FES20mr-loc-nS mortice lock Faceplates with monitoring magnets for lockwood narrow Style mortice lock

FES20mr-noV mortice lock Faceplates with monitoring magnets for novas mortice lock

FES20-rebate rebate kit for FES20 Series (stainless steel)
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PRODUCT DIMENSIONS

Latch front face

cut thru
outline

 TEMPLATE

Position this line to
your marking.1mm
clearance has been
added.

5 sizes of extension lips  are available
5mm,10mm, 25mm, 50mm and 75mm

Depth of cut-out will vary dependant on width of door frame

D
ep

th

Lipless

10mm Lip
Standard

15mm Lip

40mm

162mm

123.1mm

NOT TO SCALE 29.0

44.8

*These dimensions have a tolerance of +0.8mm/-0

176.0

Keeper

INSTALLATION

POSITION OF DOOR LATCH
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INSTALLATION

POSITION OF DOOR LATCH

FES20 Non monitored
FES20M Fully monitored. Anti Tamper Sensor. Door Status 

Sensor (DSS) Lock Status Monitoring Sensor (LSS)




