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FEL990
Series
ELECTRIC MORTICE LOCK

The FEL990 Series electric mortice lock is true multi-
functional locking device. It has been developed for 
simplicity - simplicity for the stockist, the installer and 
the end-user. Only two options are available - either 
monitored or non-monitored.

The lock can be operated by push buttons, intercom 
systems and key switches. The strike can also be 
integrated with electronic access control systems for 
use with security devices such as keypads or card 
readers.

Features

Warranties

Mechanical 5 years

Electronic 5 years

••
••••••

Single-sided locking (vestibule) / double-sided 
locking (combination)
Power To Lock (fail safe) / Power To Open) (fail 
safe)
10 year warranty (mechanical)
1 year warranty (electronic)
Left hand / right hand operation
Multi-voltage - 12-24VDC / 350mA momentary, 
100mA operating including LED furniture if 
applicable
Up to 4-hour fire rated in accordance with 
AS1905.1:2015 (contact Allegion for more details)
Conforms to S3* (Security) and D3 (Durability) 
Australian Lock Standard (AS4145.2:1993)

•
•
••••
•••
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Technical specifications

Part No. FEL990M FEL990

Certification/
Approvals

Conforms when used with equivalent S3 keying system

Function

Lock Operation Fail safe / fail secure adjustable on site - one product for both applications

Voltage/Current

Multi-voltage - 12-24VDC / 350mA momentary, 100mA operating including LED furniture if applicable
Reverse polarity protected

Lock secure status and key override microswitch max. rating 500mA@30VDC
Door status reed switch max. rating 100mA operating

Monitoring
(990 version 

only)

Door position monitoring by reed switch
Lock status monitoring by a combination of;

Locking bar (hub/handle/s locked), Deadlatching bolt 
(suppressed, latchbolt (out) locking parameters

Dual key override monitoring (KOM)
Request to exit (REX) via hub/ handle (s)

LED indication

Mounting details

© Allegion 2022. All rights reserved. Material and design specifications subject to change without notice. Product 
colour reproduction is as near to actual product colour as production methods allow. Warning: Products in this 
brochure are the subject of registered designs and patents. This brochure relates to Australian and New Zealand 
products only and some product, design or specifications may differ in other countries.
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ADJUSTABLE ‘L’ BRACKET
Adjustable ‘L’ Bracket is for 

flush transom or narrow header

TYPICAL FIXING OF MAGNETIC LOCK 
ON IN-SWINGING DOOR

TYPICAL FIXING OF MAGNETIC LOCK
ON OUT-SWINGING DOOR

‘L’ BRACKET ARRANGEMENT
‘L’ Bracket is for narrow header

‘L’ & ‘Z’ BRACKET ARRANGEMENT

ADJUSTABLE

FIXING ARMATURE PLATE ON
FRAMELESS GLASS DOORS

NUT SPACER
STEEL WASHER (x3)

RUBBER WASHER (x2)

ARMATURE PLATE
FIXING SCREW

COMPONENT KIT

ARMATURE MOUNTING PLATE DETAIL

ARMATURE
PLATE

GLASS DOOR
10 or 12mm

‘U’ CHANNEL 
BRACKET

RUBBER
WASHERS

METAL PRESSURE
PLATE

ARMATURE PLATES MUST BE INSTALLED WITH THE COMPONENTS
SHOWN ABOVE. THESE COMPONENTS ARE PROVIDED WITH EACH
ELECTROMAGNETIC LOCK. (TO AVOID MALFUNCTION OF THE LOCK
DO NOT USE PARTS OTHER THAN THOSE PROVIDED ABOVE).

DOOR 

SPACER

ANGLE
BRACKET

MAGNETIC 
LOCK

DOOR MAGNETIC 
LOCK

DOORMAGNETIC 
LOCK

TYPICAL FIXING OF MAGNETIC LOCK 
ON IN-SWINGING DOOR

METHODS OF FIXING MAGNETIC LOCKS ON 
DIFFERENT FRAME PROFILES

‘L’ & ‘Z’ BRACKET ARRANGEMENT

ADJUSTABLE

FIXING ARMATURE PLATE ON
FRAMELESS GLASS DOORS

NUT SPACER
STEEL WASHER (x3)

RUBBER WASHER (x2)

ARMATURE PLATE
FIXING SCREW

COMPONENT KIT

ARMATURE MOUNTING PLATE DETAIL

ARMATURE
PLATE

GLASS DOOR
10 or 12mm

‘U’ CHANNEL 
BRACKET

RUBBER
WASHERS

METAL PRESSURE
PLATE

DOOR 

SPACER

ANGLE
BRACKET

MAGNETIC 
LOCK

DOOR 

ADJUSTABLE ‘L’ BRACKET
Adjustable ‘L’ Bracket is for 

flush transom or narrow header

MAGNETIC 
LOCK

DOORMAGNETIC 
LOCK

TYPICAL FIXING OF MAGNETIC LOCK 
ON IN-SWINGING DOOR

METHODS OF FIXING MAGNETIC LOCKS ON 
DIFFERENT FRAME PROFILES

TYPICAL FIXING OF MAGNETIC LOCK
ON OUT-SWINGING DOOR

‘L’ BRACKET ARRANGEMENT
‘L’ Bracket is for narrow header

‘L’ & ‘Z’ BRACKET ARRANGEMENT

ADJUSTABLE

FIXING ARMATURE PLATE ON
FRAMELESS GLASS DOORS

ARMATURE
PLATE

GLASS DOOR
10 or 12mm

‘U’ CHANNEL 
BRACKET

RUBBER
WASHERS

METAL PRESSURE
PLATE

URE PLATES MUST BE INSTALLED WITH THE COMPONENTS
ABOVE. THESE COMPONENTS ARE PROVIDED WITH EACH

O AVOID MALFUNCTION OF THE LOCK
ARTS OTHER THAN THOSE PROVIDED ABOVE).

DOOR 

SPACER

ANGLE
BRACKET

MAGNETIC 
LOCK

DOOR 

ADJUSTABLE ‘L’ BRACKET
Adjustable ‘L’ Bracket is for 

flush transom or narrow header

MAGNETIC 
LOCK

DOORMAGNETIC 
LOCK

METHODS OF FIXING MAGNETIC LOCKS ON 
DIFFERENT FRAME PROFILES

TYPICAL FIXING OF MAGNETIC LOCK
ON OUT-SWINGING DOOR

‘L’ BRACKET ARRANGEMENT
‘L’ Bracket is for narrow header

FIXING ARMATURE PLATE ON
FRAMELESS GLASS DOORS

SPACER
STEEL WASHER (x3)

RUBBER WASHER (x2)

ARMATURE PLATE
FIXING SCREW

COMPONENT KIT

TURE MOUNTING PLATE DETAIL

ARMATURE PLATES MUST BE INSTALLED WITH THE COMPONENTS
SHOWN ABOVE. THESE COMPONENTS ARE PROVIDED WITH EACH
ELECTROMAGNETIC LOCK. (TO AVOID MALFUNCTION OF THE LOCK
DO NOT USE PARTS OTHER THAN THOSE PROVIDED ABOVE).

DOOR 

SPACER

ANGLE
BRACKET

MAGNETIC 
LOCK

DOOR 

ADJUSTABLE ‘L’ BRACKET
Adjustable ‘L’ Bracket is for 

flush transom or narrow header

MAGNETIC 
LOCK

DOORMAGNETIC 
LOCK

TYPICAL FIXING OF MAGNETIC LOCK 
ON IN-SWINGING DOOR

METHODS OF FIXING MAGNETIC LOCKS ON 
DIFFERENT FRAME PROFILES

TYPICAL FIXING OF MAGNETIC LOCK
ON OUT-SWINGING DOOR

‘L’ BRACKET ARRANGEMENT
‘L’ Bracket is for narrow header

‘L’ & ‘Z’ BRACKET ARRANGEMENT

ADJUSTABLE

NUT SPACER
STEEL WASHER (x3)

RUBBER WASHER (x2)

ARMATURE PLATE
FIXING SCREW

COMPONENT KIT

ARMATURE MOUNTING PLATE DETAIL

Fire: 
Tested to 2 hours on fire door assemblies as specified in  
AS 1905.1:2015 Part 1 Fire Resistant Doorsets

Contact Allegion for more details

Testing and Compliance

Vestibule and combination lock (field selectable of either/or both sides locked)
Lock handed (left hand/right hand field selectable)

Finish Satin stainless steel (other finishes on request)

Environmental -20 to +60 degrees C

Door Thickness 32 - 50mm (extended spindles available for up to 65mm)

Backset 60mm optional: 70mm, 89mm and 127mm

Cabling 3m cable with 12 pin plug supplied

Note: oval cylinder 
not included

Note: FEL990M-R with 
round faceplate 
available on request

*Standard 
backset 60mm*




